NOTICE UTILISATION STYLO RETOUCHE
NETTOYAGE

e Bien dégraisser votre carrosserie avec un dégraissant
e Nettoyez avec un chiffon sec

PEINTURE
STYLO AVEC BASE

Vous avez regu deux stylo retouche (Base + Couleur), cette teinte nécessite la pose de 2
couleurs pour arriver a la teinte Finale.

IMPORTANT :

Bien agiter le stylo Retouche pendant 2 min

Appliquer une lere couche Fine de Peinture de Base
Laisser sécher un minimum 10 Minutes

Appliquer une seconde couche de Base

Laisser sécher un minimum 10 Minutes

Appliquer une lere couche Fine de Peinture de Couleur
Laisser sécher un minimum 10 Minutes

Appliquer une 2e couche Fine de Peinture de Couleur
Laisser sécher un minimum 10 Minutes

STYLO RETOUCHE SEUL

Vous avez regu un stylo retouche, cette teinte nécessite la pose de 1 couleur pour arriver a la
teinte Finale.

IMPORTANT :

Bien agiter le stylo Retouche pendant 2 min
Appliquer une lere couche Fine de Peinture
Laisser sécher un minimum 10 Minutes
Appliquer une seconde Fine couche

Laisser sécher un minimum 10 Minutes

VERNIS
L’application d’un vernis n’est pas obligatoire mais conseillé.



INSTRUCTIONS FOR USE TOUCH-UP PEN

CLEANING

- Degrease your bodywork with a degreaser
- Clean with a dry cloth

PAINT

PEN WITH BASE

You have received two touch up pens (Base + Color), this shade requires the application of 2
colors to reach the Final shade.

IMPORTANT :

- Shake the Touch Up Pen well for 2 minutes
- Apply a 1st thin layer of Base Paint

- Allow to dry for a minimum of 10 Minutes
- Apply a second coat of Base Paint

- Allow to dry a minimum of 10 minutes

- Apply a first thin coat of Color Paint

- Allow to dry a minimum of 10 Minutes

- Apply a 2nd thin coat of Color Paint

- Allow to dry a minimum of 10 Minutes

TOUCH UP PEN ONLY

You have received a touch-up pen, this shade requires the application of 1 color to reach the
Final shade.

IMPORTANT :

- Shake the Touch Up Pen well for 2 minutes
- Apply a 1st thin layer of paint

- Let dry for a minimum of 10 minutes

- Apply a second thin coat

- Let dry a minimum of 10 minutes

VARNISH

The application of a varnish is not mandatory but recommended.



